Century HLM partners ‘
with APMTD

Creates Bundled Solution for
HLM customers




Anivia SG1000 Console
System, Mast Mounted on
Century HLM Cart

« Users can select Pump Drive to
be compatible with disposables

Medtronic® Maquet®
Bio-Pump+® Rotaflow

PDM-001 PDM-002
Medtronic® LivaNova®
Affinity™ CP Revolution®
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PDM-003 PDM-004




APMTD’s Anivia
Story

* Flexible choice Pump Drives

« Drives are Hot Swappable
<2min to switchover

» Allows clinician to choose
different disposable per system
or per patient.

« Advanced Display
* Modern Touch Display

*  Whole Case Timeline Graphs

* Whole case timeline graphs
* Available for download

* Intuitive Touch Screen GUI
* Rotary Knob Touch Control

Compatible Pump Heads

Medtronic® Maquet® H ikhili
Bio-Pump+® Rotaflow H Ig h FIeXI bl l Ity

» Choice of different pump drives
- Configure for clinical demands
- Rapid switchover at bedside

+ Reduces capital expenses

- Common training

PDM-001 PDM-002
Medtronic® LivaNova®
Affinity™ CP Revolution®
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PDM-003 PDM-004

Advanced Display




A P M T D ,s A n iVi d r;)lost sunéblerfc;r customer |
Story

(oh existinrgr HLM Cart)

« Flexible Choice of Form Factor




Anivia Specification
ANIVIA

SG1000 Pump Console Specifications

Equivalent Centrifugal
Pump Drives

Medical Device
Classifications

Safety Standards
Compliance

Torque Transmission

Blood Flow Rate

User Interface

External Sensors

Medtronic® 540T Drive Motor

Maguet® Rotaflow Drive Unit 20-873
Medtronic® 560A External Drive Motor;
LivaNova® CP5 Drive Unit (60-01-04) and
SCP Drive Unit (60-01-00);

US FDA: Class Il, 870.4380 DWA

EU: Class llb: MDR Annex VIl

China NMPA: Class Ill, code 10-05-01
Taiwan FDA: Class II, E.4220

IEC 60601-1, IEC 80601-1-2, IEC 60601-1-8,
IEC 62304, IEC 62366, IEC 60601-2-34, ISO
80601-2-56, IEC 80601-2-49, ISO 14871, 1ISO
13485, IEC 62133, UN 38.3, UL 2054, ISO
17664-2, ASTM D4169

Non-Contact Magnetic Drive

0.1-10LPM
dependent on pump type, tube diamster
and circuit conditions

High Definition Touch Screen,
Rotary Knob Touch Control
Multi-Language Support

Non-contact Clamp-On Ultrasonic Blood Flow
and Bubble Sensor

Pressure Sensors (X2)

Temperature Sensors (X2)

Pump Driver
Module Motor

Uninterruptible
Power Supply

Reliability

Communication

Standards

Weight

Dimensions

Power

Brushless DC (non-arcing) motor designed for
continuous operations;
Speed control: 300 — 5000 RPM

At least 1 hour Mobile Power w/ Lithium battery pack,
Smart Battery Management System compliss with
international safety and transport standards

Predictive Maintenance
Smart Start-up System Diagnostics

CAN bus and RS-485 bus with CRC error checking

Touch Display & Control: 4 kg
Pump Driver Module: 4kg
Backup Battery Module: 4kg

Touch Display & Control: 35 cm x 24 cm x 11 cm
Pump Driver Module: 11 cm @ x 14 cm H
Backup Battery Module: 14 cm x 14 cm x 9 cm

85 — 264 VAC, 50/60 Hz, 2.4 A max.

Anivia SG1000 Pump Console System Modules

SG1000-DCM-001

Display & Control Module SG1000-PMD-001

Pump Driver Module; equivalent to Medtronic®
540T Drive Maotor: compatible with Medtronic®
Bic-Pump+® Pump Heads

SG1000-FBS-001

Flow Bubble Sensor for 3/8" Blood Tube
SG1000-PMD-002

5G1000-FBS-002

Flow Bubble Sensor for 1/4" Blood Tube

Pump Driver Module, equivalent to Maquet®
Rotaflow Drive Unit 20-575; compatible with
Rotaflow RF-32 Pump Heads

5G1000-BBM-001

5G1000-PMD-003
Backup Battery Module

Pump Driver Module; equivalent to Medtronic®
5604 External Drive Motor; compatible with
Medtronic® Affinity™ GP Pump Heads

SG1000-CRT-001

Mabile Cart Module SG1000-PMD-004

Pump Driver Module; equivalent to LivaNova® CPS
Drive Unit (60-01-04} and SCP Drive Unit (80-01-00);
compatible with Livanova® Revelution® Pump Heads

Maguet Rotaflow is manufactured by Getinge AB. Trademarks may be registered and are the property of their respective owners.

Coming Soon:

Level Sensor Servo Control

Table-top Form Factor
Transportable Package




